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Special Voltage Motors 
General Purpose – Totally Enclosed & Drip-Proof - 575 Volt -  200/400 Volt 
50 HZ  -  Medium Voltage Designs
Steel Frame – Aluminum Frame – Cast Iron Frame

Applications:

For use where special voltages are required.  Ideally suited for use on pumps, 

compressors, fans, blowers, conveyors, machine tools and other industrial applications

•		Standard,	EPACT	and	Premium	efficient	ratings

•		Inverter	rated

•		Class	B	insulation	systems	–	42,	48	and	56	frames

•		Class	F	insulation	system	–	140	frame	and	higher

•			Shielded	ball	bearings	for	direct	coupled	applications.		Contact	your	local	

sales office for belted load applications

•		Rolled	steel,		aluminum,	and	cast	iron	frame	material	designs

•		Continuous	duty

•		Dynamically	balanced	rotors

•		Torques	exceed	NEMA	performance	standards

•	UL	recognized	and	CSA	certified
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View On-line Technical Information

Special Voltage Motors 
575 Volt - Three Phase - TEFC

Three Phase - TEFC - Rigid Base

HP

SYN 
RPM  
60 Hz

NEMA 
Frame

t Catalog 
Number List Price Model Number

App. 
Wgt. 
(lbs) Voltage

F. L. 
Amps @ 
575 V

% F.L. 
Eff.

Service 
Factor

"C"  
Dim. 

(Inches) YNotes
1/3 1800 56 LM25093 √ 389 SRF4S0.33T65 16 575 0.4 71.0 1.15 11.32 S, US
1/2 3600 56 110714.00 √ 391 C6T34NB6 25 575 0.6 82.5 1.15 10.40 S, US, 12

3600 56 LM25094 C/A 397 SRF2S0.5T65 22 575 0.9 66.0 1.15 11.82 S, US
1800 56 110199.00 √ 427 C6T17NB4 25 575 0.8 78.5 1.15 9.88 S, US, 12 
1800 56 LM24154 √ 445 SRF4S.5T65 22 575 0.9 70.0 1.25 10.72 S, MX
1800 S56 101051.00 √ 427 C4T17FH3 24 575 0.8 68.0 1.15 9.94 S, MX
1200 56 LM24295 √ 644 SRF6S0.5T65 24 575 1.1 68.0 1.15 11.82 S, MX

3/4 3600 56 110354.00 √ 431 C6T34FB8 22 575 0.9 75.5 1.15 10.81 S, US
3600 56 LM24110 C/A 439 SRF2S0.75T65 23 575 1.3 74.0 1.15 11.82 S, US
1800 56 110178.00 √ 453 C6T17FB3 22 575 1.1 77.0 1.15 10.81 S, US
1800 56 LM25095 C/A 478 SRF4S0.75T65 30 575 1.2 75.5 1.15 11.82 S, US
1200 56 111394.00 √ 646 C6T11FB8 30 575 1.2 75.5 1.15 11.81 S, US

1 3600 56 110715.00 √ 503 C6T34FB15 24 575 1.3 77.0 1.15 10.81 S, US
3600 56 LM25096 C/A 516 SRF2S1T65 24 575 1.5 74.0 1.15 11.82 S, US
1800 56 110206.00 √ 476 C6T17FB4 24 575 1.5 77.0 1.15 11.31 S, US
1800 56 LM25097 √ 495 SRF4S1T65 27 575 1.5 77.0 1.15 12.32 S, MX
1800 143T 121937.00 √ 727 C143T17FB29 32 575 1.1 85.5 1.15 13.25 S, US
1800 143T LM24109 √ 555 SSF4P1T65 36 575 1.2 82.5 1.25 12.87 S, MX
1200 145T 121938.00 √ 859 C145T11FB31 47 575 1.4 82.5 1.25 13.75 S, US

1 1⁄2 3600 145T 121939.00 √ 742 C145T34FB41 33 575 1.6 84.0 1.25 13.25 S, US
3600 56 LM25098 √ 567 SRF2S1.5T65 25 575 1.8 80.0 1.15 11.82 S, US
3600 143T LM25102 C/A 598 SSF2P1.5T65 34 575 1.6 82.5 1.25 12.87 S, US
1800 56 110893.00 √ 536 C6T17FB37 30 575 2.0 78.5 1.15 11.81 S, US
1800 56H LM25099 C/A 526 SRF4S1.5T65 30 575 1.9 80.0 1.15 12.32 S, US
1800 145T 121940.00 √ 754 C145T17FB90 34 575 1.8 86.5 1.15 13.75 S, US
1800 145T LM24142 √ 530 SSF4P1.5T65 48 575 1.7 84.0 1.15 14.37 S, MX
1200 182T 132251.00 √ 1252 C182T11FB13 89 575 2.5 87.5 1.15 15.96 S, MX
1200 182T LM17059 C/A 972 AF6B1.5T65 83 575 2.5 86.5 1.25 15.96 A, US
1200 182T LM33596 C/A 972 AF6B1.5T65AP26 83 575 2.5 86.5 1.25 15.96 A, MX
1200 182T LM16379 C/A 822 AF6P1.5T65 85.5 575 2.0 85.5 1.25 15.19 A, US
1200 182T LM33597 C/A 822 AF6P1.5T65AP26 85.5 575 2.0 85.5 1.25 15.19 A, MX

2 3600 56H LM25100 √ 634 SRF2S2T65 39 575 2.8 80.0 1.15 11.82 S, US
3600 145T 121941.00 √ 812 C145T34FB42 44 575 2.1 85.5 1.15 13.75 S, US
3600 145T LM25103 √ 690 SSF2P2T65 39 575 2.1 84.0 1.25 13.37 S, US
1800 56H LM25101 C/A 558 SRF4S2T65 40 575 2.3 82.5 1.15 13.82 S, US
1800 145T LM24108 √ 558 SSF4PT65 45 575 2.2 84.0 1.25 13.87 S, MX
1800 145T 121942.00 √ 785 C145T17FB91 45 575 2.2 86.5 1.15 14.76 S, US
1200 184T 132252.00 √ 1275 C184T11FB26 92 575 2.9 88.5 1.15 15.96 S, MX
1200 184T LM17062 C/A 1080 AF6B2T65 92 575 2.9 87.5 1.25 15.96 A, US
1200 184T LM33598 C/A 1080 AF6B2T65AP26 92 575 2.9 87.5 1.25 15.96 A, MX
1200 184T LM16382 C/A 898 AF6P2T65 102 575 2.4 86.5 1.25 15.19 A, US
1200 184T LM33599 C/A 898 AF6P2T65AP26 102 575 2.4 86.5 1.25 15.19 A, MX

St
oc

k

Y Note	listing	on	inside	back	flap

Specifications	are	subject	to	change	without	notice

Other	stock	575V	motors	are	available	from	LEESON	through	our	Canadian	facility.	 
Contact	LEESON	for	availability.

C/A	-	Check	Availability

t LM	Numbers	are	Lincoln	Models

Green items are Premium Efficient
Continued	To	Next	Page
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View On-line Technical Information

Special Voltage Motors 
575 Volt - Three Phase - TEFC

HP

SYN 
RPM  
60 Hz

NEMA 
Frame

t Catalog 
Number List Price Model Number

App. 
Wgt. 
(lbs) Voltage

F. L. 
Amps @ 
575 V

% F.L. 
Eff.

Service 
Factor

"C"  
Dim. 

(Inches) YNotes
3 3600 145T 171624.60 √ 1127 C182T34FB7 66 575 3.0 86.5 1.15 13.96 C, CN

3600 182T LM17063 C/A 1101 AF2B3T65 83 575 3.1 87.5 1.25 15.19 A, US
3600 182T LM33600 C/A 1101 AF2B3T65AP26 83 575 3.1 87.5 1.25 15.19 A, MX
3600 182T LM16383 C/A 830 AF2P3T65 72 575 3.0 85.5 1.25 14.19 A, US
3600 182T LM33601 C/A 830 AF2P3T65AP26 72 575 3.0 85.5 1.25 14.19 A, US
1800 182T 132253.00 √ 888 C182T17FB52 80 575 3.3 89.5 1.15 14.96 S, MX
1800 182T LM17064 √ 928 AF4B3T65 83 575 3.2 89.5 1.25 15.19 A, US
1800 182T LM33602 C/A 928 AF4B3T65AP26 83 575 3.2 89.5 1.25 15.19 A, MX
1800 182T LM16384 √ 748 AF4P3T65 77 575 3.4 87.5 1.25 14.19 A, US
1800 182T LM33603 C/A 748 AF4P3T65AP26 77 575 3.4 87.5 1.25 14.19 A, MX
1200 213T LM17065 C/A 1298 AF6B3T65 127 575 3.9 89.5 1.25 17.20 A, US
1200 213T LM16385 C/A 1221 AF6P3T65 127 575 3.9 87.5 1.25 17.20 A, US

5 3600 184T 132254.00 √ 1007 C184T34FB24 88 575 4.8 88.5 1.15 16.46 S, MX
3600 184T LM17066 C/A 1220 AF2BT65 92 575 5.0 88.5 1.25 15.19 A, US
3600 184T LM33604 C/A 1220 AF2BT65AP26 92 575 5.0 88.5 1.25 15.19 A, MX
3600 184T LM16386 C/A 1010 AF2P5T65 174 575 5.0 87.5 1.25 15.19 A, US
3600 184T LM33605 C/A 1010 AF2P5T65AP26 174 575 5.0 87.5 1.25 15.19 A, MX
1800 184T 132255.00 √ 976 C184T17FB64 94 575 5.2 89.5 1.15 15.96 S, MX
1800 184T LM17067 C/A 1086 AF4B5T65 87 575 5.0 90.2 1.25 16.19 A, US
1800 184T LM33606 C/A 1086 AF4B5T65AP26 87 575 5.0 90.2 1.25 16.19 A, MX
1800 184T LM16387 √ 864 AF4P5T65 87.5 575 5.2 87.5 1.25 15.19 A, US
1800 184T LM33488 C/A 864 AF4P5T65AP26 87.5 575 5.2 87.5 1.25 15.19 A, MX
1200 215T LM17068 C/A 1801 AF6B5T65 89.5 575 6.0 89.5 1.25 18.70 A, US
1200 215T LM16388 √ 1567 AF6P5T65 155 575 6.0 87.5 1.25 18.70 A, US

900 254T LM33171 C/A 2543 AF8P5T65 165 575 —— 85.5 1.15 —— A, US
7 1⁄2 3600 213T 170196.60 √ 1438 C213T34FB43 156 575 7.4 90.2 1.25 19.84 C, CN

3600 213T LM17069 C/A 1482 AF2B7.5T65 127 575 7.2 91.0 1.25 17.20 A, US
3600 213T LM16389 C/A 1605 AF2P7.5T65 143 575 7.2 88.5 1.25 17.20 A, US
1800 213T 141116.00 √ 1254 C213T17FB20 144 575 8.2 91.7 1.25 18.70 S, MX
1800 213T LM17070 C/A 1427 AF4B7.5T65 127 575 8.0 88.5 1.25 19.70 A, US
1800 213T LM16391 √ 1333 AF4P7.5T65 160 575 8.0 91.0 1.25 19.70 A, US
1200 254T LM17071 C/A 2467 AF6B7.5T65 209 575 —— 91.0 1.25 —— A, US
1200 254T LM16392 C/A 2160 AF6P7.5T65 209 575 —— 91.0 1.25 —— A, US

10 3600 215T 170197.60 √ 1703 C215T34FB48 181 575 9.5 91.7 1.25 19.61 C, CN
3600 215T LM17072 C/A 1799 AF2B10T65 138 575 9.4 91.0 1.25 19.61 A, US
3600 215T LM16394 C/A 1894 AF2P10T65 138 575 9.4 89.5 1.25 19.61 A, US
1800 215T 170212.60 √ 1653 C215T17FB44 177 575 10.1 91.7 1.25 19.61 C, CN
1800 215T LM17073 C/A 1800 AF4B10T65 138 575 10.8 91.0 1.25 18.70 A, US
1800 215T LM16395 √ 1376 AF4P10T65 138 575 10.8 89.5 1.25 18.70 A, US
1200 256T LM17074 C/A 3111 AF6B10T65 236 575 12.8 91.0 1.25 25.15 A, US
1200 256T LM16397 C/A 2725 AF6P10T65 386 575 12.8 89.5 1.25 25.15 A, US

St
oc

k

Y Note	listing	on	inside	back	flap

Specifications	are	subject	to	change	without	notice

Other	stock	575V	motors	are	available	from	LEESON	through	our	Canadian	facility.	 
Contact	LEESON	for	availability.

C/A	-	Check	Availability

t LM	Numbers	are	Lincoln	Models

Green items are Premium Efficient

Three Phase - TEFC - Rigid Base

Continued	To	Next	Page
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View On-line Technical Information

Special Voltage Motors 
575 Volt - Three Phase - TEFC

HP

SYN 
RPM  
60 Hz

NEMA 
Frame

t Catalog 
Number List Price Model Number

App. 
Wgt. 
(lbs) Voltage

F. L. 
Amps @ 
575 V

% F.L. 
Eff.

Service 
Factor

"C"  
Dim. 

(Inches) YNotes
15 3600 254T 170198.60 √ 2313 C254T34FB5 282 575 13.8 92.4 1.25 23.19 C, CN

3600 254T LM17075 C/A 2467 AF2B15T65 209 575 13.8 91.7 1.25 23.19 A, US
3600 254T LM16398 C/A 2102 AF2P15T65 209 575 13.8 90.2 1.25 23.19 A, US
1800 254T 170116.60 √ 2238 C254T17FB11 280 575 14.8 92.4 1.25 23.19 C, CN
1800 254T LM17076 C/A 2212 AF4B15T65 209 575 15.6 92.4 1.25 23.40 A, US
1800 254T LM16400 √ 1974 AF4P15T65 240 575 15.6 91.0 1.25 23.40 A, US
1200 284T LM17077 C/A 4166 AF6B15T65 363 575 19.2 92.4 1.25 26.62 A, US
1200 284T LM16401 C/A 3572 AF6P15T65 369 575 19.2 90.2 1.25 26.62 A, US

20 3600 256T 170199.60 √ 2828 C256T34FB11 316 575 18.4 92.4 1.25 24.92 C, CN
3600 256T LM17078 C/A 2938 AF2B20T65 236 575 18.8 91.7 1.25 24.24 A, US
3600 256T LM16403 √ 2495 AF2P20T65 290 575 18.8 90.2 1.25 24.24 A, US
1800 256T 170117.60 √ 2800 C256T17FB5 322 575 19.2 93.0 1.25 24.92 C, CN
1800 256T LM15919 √ 2340 AF4B20T65 236 575 20.0 91.0 1.25 25.15 A, US
1800 256T LM17079 C/A 2775 AF4P20T65 275 575 21.0 93.0 1.25 25.15 A, US
1200 286T LM17080 C/A 5470 AF6B20T65 408 575   —— 93.0 1.25 —— A, US
1200 286T LM16404 C/A 4207 AF6P20T65 408 575  —— 90.2 1.25 —— A, US

25 3600 284TS 170224.60 √ 3677 C284T34FB6 383 575 22.0 93.0 1.25 24.88 C, CN
3600 284TS LM17081 C/A 4073 AF2B25TS65 363 575 22.8 93.0 1.25 25.12 A, US
3600 284TS LM16406 C/A 3450 AF2P25TS65 410 575 22.8 91.7 1.25 25.12 A, US
1800 284T 170118.60 √ 3473 C284T17FB6 385 575 23.7 93.6 1.25 —— C, CN
1800 284T LM17082 C/A 3674 AF4B25T65 363 575 26.4 94.1 1.25 26.62 A, US
1800 284T LM16407 C/A 3324 AF4P25T65 320 575 26.4 92.4 1.25 26.62 A, US
1200 324T LM14409 C/A 6237 SF6B25T65Y 504 575 25.6 93.0 1.25 28.50 S, US
1200 324T LM14397 C/A 5352 SF6P25T65Y 504 575 25.2 91.7 1.25 28.50 S, US

30 3600 286TS 170228.60 √ 4341 C286T34FB6D 385 575 26.2 93.0 1.25 26.46 C, CN
3600 286TS LM20085 C/A 4577 AF2B30TS65Y 485 575 26.4 93.6 1.25 26.62 A, US
3600 286TS LM19594 C/A 3916 AF2P30TS65Y 408 575 28.0 91.0 1.25 26.62 A, US
1800 286T 170119.60 √ 4046 C286T17FB6 432 575 29.0 94.1 1.25 27.83 C, CN
1800 286T LM20086 C/A 4838 AF4B30T65Y 408 575 30.0 93.6 1.25 28.12 A, US
1800 286T LM19595 √ 3739 AF4P30T65Y 585 575 30.5 92.4 1.25 28.12 A, US
1200 326T LM14412 C/A 6901 SF6B30T65Y 558 575 30.0 92.4 1.25 30.56 S, US
1200 326T LM14400 C/A 6306 SF6P30T65Y 570 575 30.0 91.7 1.25 30.56 S, US

40 3600 324TS 170232.60 √ 5414 C324T34FB4 504 575 36.0 93.6 1.25 28.03 C, CN
3600 324TS LM14407 C/A 5788 SF2B40TS65Y 504 575 36.0 94.1 1.25 28.03 S, US
3600 324TS LM14395 C/A 5005 SF2P40TS65Y 504 575 36.0 91.7 1.25 28.03 S, US
1800 324TS 170120.60 √ 5375 C324T17FB6 528 575 38.1 94.1 1.25 29.53 C, CN
1800 324T LM14408 C/A 5565 SF4B40T65Y 504 575 42.4 94.1 1.25 28.50 S, US
1800 324T LM14396 C/A 4813 SF4P40T65Y 504 575 42.4 93.0 1.15 28.50 S, US
1200 364T LM18368 C/A 8094 SF6B40T65Y 765 575 47.0 94.5 1.25 31.90 S, US
1200 364T LM18365 C/A 6929 SF6P40T65Y 765 575 47.0 93.0 1.15 31.90 S, US

50 3600 326TS LM14410 C/A 7346 SF2B50TS65Y 558 575 45.0 93.0 1.15 28.50 S, US
3600 326TS LM14398 C/A 6352 SF2P50TS65Y 558 575 45.0 92.4 1.15 28.50 S, US
1800 326T 170121.60 √ 6492 C326T17FB8 587 575 46.7 94.5 1.25 31.02 C, CN
1800 326T LM14411 C/A 6678 SF4B50T65Y 558 575 51.6 95.0 1.25 30.00 S, US
1800 326T LM14399 √ 5405 SF4P50T65Y 558 575 51.6 93.0 1.25 30.00 S, US
1200 365T LM18374 C/A 10119 SF6B50T65Y 822 575 58.0 94.5 1.25 32.90 S, US
1200 365T LM18371 √ 8666 SF6P50T65Y 822 575 58.0 93.0 1.25 32.90 S, US

St
oc

k

Y Note	listing	on	inside	back	flap

Specifications	are	subject	to	change	without	notice

Other	stock	575V	motors	are	available	from	LEESON	through	our	Canadian	facility.	 
Contact	LEESON	for	availability.

C/A	-	Check	Availability

t LM	Numbers	are	Lincoln	Models

Green items are Premium Efficient

Three Phase - TEFC - Rigid Base

Continued	To	Next	Page
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View On-line Technical Information

Special Voltage Motors 
575 Volt - Three Phase - TEFC

HP

SYN 
RPM  
60 Hz

NEMA 
Frame

t Catalog 
Number List Price Model Number

App. 
Wgt. 
(lbs) Voltage

F. L. 
Amps @ 
575 V

% F.L. 
Eff.

Service 
Factor

"C"  
Dim. 

(Inches) YNotes
60 3600 364TS LM18370 C/A 9110 SF2B60TS65Y 765 575 53.0 95.0 1.25 29.77 S, US

3600 364TS LM18367 C/A 7797 SF2P60TS65Y 765 575 53.0 93.0 1.25 29.77 S, US
1800 364T 170239.60 √ 9234 C364T17FB7 666 575 54.4 95.4 1.25 32.64 C, CN
1800 364T LM18369 C/A 8905 SF4B60T65Y 765 575 58.0 95.0 1.25 31.90 S, US
1800 364T LM18366 √ 7821 SF4P60T65Y 765 575 58.0 93.6 1.25 31.90 S, US
1200 404T LM18289 C/A 11890 SF6B60T65Y 918 575 —— 94.5 1.15 —— S, US
1200 404T LM18288 C/A 9943 SF6P60T65Y 918 575 —— 93.6 1.15 —— S, US

75 3600 365TS LM18376 C/A 11737 SF2B75TS65Y 822 575 66.5 95.0 1.25 30.77 S, US
3600 365TS LM18373 C/A 10052 SF2P75TS65Y 822 575 66.5 93.0 1.25 30.77 S, US
1800 365T 170244.60 √ 11523 C365T17FB5 733 575 68.7 95.8 1.25 33.62 C, CN
1800 365T LM18375 C/A 11636 SF4B75T65Y 822 575 73.0 95.0 1.15 32.90 S, US
1800 365T LM18372 √ 9865 SF4P75T65Y 822 575 73.0 94.1 1.25 32.90 S, US
1200 405T LM18293 C/A 15433 SF6B75T65Y 1002 575 84.0 94.5 1.15 17.25 S, US
1200 405T LM18294 C/A 12904 SF6P75T65Y 1002 575 84.0 93.6 1.15 17.25 S, US

100 3600 405TS LM18291 C/A 16494 SF2B100TS65Y 1002 575 —— 95.8 1.15 —— S, US
3600 405TS LM18290 C/A 13753 SF2P100TS65Y 1002 575 —— 94.1 1.15 —— S, US
1800 405T 170253.60 √ 14329 C405T17FB5 1070 575 89.6 95.4 1.25 37.91 C, CN
1800 405T LM18307 C/A 14670 SF4B100T65Y 1002 575 —— 95.4 1.15 —— S, US
1800 405T LM18292 C/A 11918 SF4P100T65Y 1002 575 —— 94.5 1.15 —— S, US
1200 444T LM15121 C/A 19723 SF6B100T65Y 1351 575 —— 95.4 1.15 —— S, US
1200 444T LM15080 C/A 15865 SF6P100T65Y 1351 575 —— 94.1 1.15 —— S, US

125 3600 444TS LM15119 C/A 21148 SF2B125TS65Y 1351 575 106.0 95.8 1.15 37.49 S, US
3600 444TS LM15078 C/A 16750 SF2P125TS65Y 1351 575 106.0 94.5 1.15 37.49 S, US
1800 444T LM15120 C/A 19587 SF4B125T65Y 1351 575 117.0 96.2 1.15 41.58 S, US
1800 444T LM15079 √ 15931 SF4P125T65Y 1351 575 117.0 94.5 1.15 41.58 S, US
1200 445T LM15127 C/A 23932 SF6B125T65Y 1531 575 138.0 95.8 1.15 43.58 S, US
1200 445T LM15086 C/A 18951 SF6P125T65Y 1504 575 138.0 94.1 1.15 43.58 S, US

150 3600 445TS LM15125 C/A 26176 SF2B150TS65Y 1531 575 —— 94.5 1.15 —— S, US
3600 445TS LM15084 C/A 20730 SF2P150TS65Y 1504 575 —— 94.5 1.15 —— S, US
1800 445T LM15126 C/A 22932 SF4B150T65Y 1531 575 136.0 96.2 1.15 43.56 S, US
1800 445T LM15085 C/A 18479 SF4P150T65Y 1531 575 136.0 95.0 1.15 43.56 S, US
1200 445T LM15124 C/A 28048 SF6B150T65Y 1531 575 —— 95.8 1.15 —— S, US
1200 445T LM15083 C/A 22212 SF6P150T65Y 1504 575 —— 95.0 1.15 —— S, US

200 3600 445TS LM15122 C/A 33170 SF2B200TS65Y 1531 575 —— 96.2 1.15 —— S, US
3600 445TS LM15081 C/A 26270 SF2P200TS65Y 1504 575 —— 95.0 1.15 —— S, US
1800 445T LM15123 C/A 27606 SF4B200T65Y 1531 575 188.0 96.2 1.15 43.58 S, US
1800 445T LM15082 √ 22854 SF4P200T65Y 1531 575 188.0 95.0 1.15 43.58 S, US
1200 447T LM15131 C/A 32055 SF6B200T65Y 1812 575 203.0 95.8 1.15 52.08 S, US
1200 447T LM15091 C/A 25387 SF6P200T65Y 1812 575 203.0 95.0 1.15 52.08 S, US
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Specifications	are	subject	to	change	without	notice

Other	stock	575V	motors	are	available	from	LEESON	through	our	Canadian	facility.	 
Contact	LEESON	for	availability.

C/A	-	Check	Availability

t LM	Numbers	are	Lincoln	Models

Green items are Premium Efficient

Three Phase - TEFC - Rigid Base

Continued	To	Next	Page



213

A
uto

m
o

tive 
D

uty M
o

to
rs

Pum
p

 
M

o
to

rs
W

ashg
uard

 
M

o
to

rs
A

g
ricultural 

M
o

to
rs

H
V

A
C

 / Fan 
M

o
to

rs
Sp

ecial V
o

ltag
e 

M
o

to
rs

D
efinite 

Purp
o

se M
o

to
rs

B
rake M

o
to

rs
IE

C
 M

o
to

rs

View On-line Technical Information

Special Voltage Motors 
575 Volt - Three Phase - TEFC

HP

SYN 
RPM  
60 Hz

NEMA 
Frame

t Catalog 
Number List Price Model Number

App. 
Wgt. 
(lbs) Voltage

F. L. 
Amps @ 
575 V

% F.L. 
Eff.

Service 
Factor

"C"  
Dim. 

(Inches) YNotes
250 3600 447TS LM15128 C/A 40073 SF2B250TS65Y 1812 575 —— 96.2 1.15 —— S, US

3600 447TS LM15087 C/A 31733 SF2P250TS65Y 1812 575 —— 95.4 1.0 —— S, US
1800 447T LM15130 C/A 32944 SF4B250T65Y 1812 575 226.0 95.4 1.15 47.08 S, US
1800 447T LM15092 C/A 27278 SF4P250T65Y 1812 575 231.0 95.0 1.15 —— S, US
1200 449T LM15137 C/A 40062 SF6B250T65Y 2185 575 —— 95.4 1.15 —— S, US
1200 449T LM15099 C/A 31733 SF6P250T65Y 2185 575 —— 95.0 1.15 —— S, US

300 3600 449TS LM15138 C/A 49885 S449F2B300TS65Y 2185 575 —— 96.2 1.15 —— S, US
3600 449TS LM15098 C/A 38785 S449F2P300TS65Y 2185 575 —— 95.4 1.15 —— S, US
1800 447T LM15129 C/A 36064 SF4B300T65Y 1812 575 282.0 96.2 1.15 47.08 S, US
1800 447T LM15089 C/A 28519 SF4P300T65Y 1800 575 282.0 95.4 1.0 47.08 S, US

350 3600 449TS LM15135 C/A 54320 SF2B350TS65Y 2185 575 —— 95.8 1.15 —— S, US
3600 449TS LM15096 C/A 43013 SF2P350TS65Y 2185 575 —— 95.4 1.0 —— S, US
1800 449T LM15136 C/A 44525 SF4B350T65Y 2185 575 322.0 96.2 1.15 52.06 S, US
1800 449T LM15097 C/A 31015 SF4P350T65Y 2185 575 316.0 95.4 1.15 52.06 S, US

400 3600 449TS LM15132 C/A 66339 SF2B400TS65Y 2185 575 —— 95.8 1.0 —— S, US
3600 449TS LM15093 C/A 52538 SF2P400TS65Y 2185 575 —— 95.4 1.0 —— S, US
1800 449T LM15133 C/A 51201 SF4B400T65Y 2185 575 382.0 96.2 1.15 52.08 S, US
1800 449T LM15094 C/A 39066 SF4P400T65Y 2185 575 382.0 95.4 1.0 52.08 S, US
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Y Note	listing	on	inside	back	flap

Specifications	are	subject	to	change	without	notice

Other	stock	575V	motors	are	available	from	LEESON	through	our	Canadian	facility.	 
Contact	LEESON	for	availability.

C/A	-	Check	Availability

t LM	Numbers	are	Lincoln	Models

Green items are Premium Efficient

Three Phase - TEFC - Rigid Base

HP

SYN 
RPM  
60 Hz

NEMA 
Frame

Catalog 
Number List Price Model Number

App. 
Wgt. 
(lbs) Voltage

F. L. 
Amps @ 
575 V

% F.L. 
Eff.

Service 
Factor

"C"  
Dim. 

(Inches) YNotes
1/2 1800 56C 110176.00 √ 453 C6T17NC10 20 575 0.8 79.0 1.15 9.94 S, US, 12
3/4 1800 56C 110177.00 √ 486 C6T17FC7 21 575 1.1 77.0 1.15 10.81 S, US, 13
1 1800 56C 110204.00 √ 520 C6T17FC8 30 575 1.5 77.0 1.15 11.31 S, US, 13

1800 143TC G120176.00 √ 535 C143T17FC22 32 575 1.2 82.5 1.15 12.25 S, US, 13
1 1⁄2 1800 56C 111444.00 √ 551 C6T17FC39 33 575 2.0 78.5 1.15 11.81 S, US, 13

1800 145TC G120177.00 √ 580 C145T17FC61 31 575 1.8 84.0 1.15 12.75 S, US, 13
2 3600 56C 111611.00 √ 608 C6T34FC26 34 575 2.2 82.5 1.15 12.31 S, US, 13

1800 145TC G120178.00 √ 618 C145T17FC60 45 575 2.3 84.0 1.15 13.75 S, US, 13
3 1800 182TC G131498.00 √ 711 C182T17FC36 68 575 3.3 87.5 1.15 13.97 S, MX, 13
5 1800 184TC G131499.00 √ 858 C184T17FC47 76 575 5.2 87.5 1.15 14.97 S, MX, 13
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Three Phase - TEFC - C Face Less Base
575 Volt - TEFC - C Face Less Base
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View On-line Technical Information

Special Voltage Motors 
TEFC 575 Volt C Face With Feet

HP

SYN 
RPM  
60 Hz

NEMA 
Frame

t Catalog 
Number List Price Model Number

App. 
Wgt. 
(lbs) Voltage

F. L. 
Amps @ 
575 V

% F.L. 
Eff.

Service 
Factor

"C"  
Dim. 

(Inches) YNotes
1/3 1800 56C LM25042 √ 439 SRF4S0.33TC65 21 575 0.6 65.5 1.15 10.19 S, MX 
1/2 3600 56C LM25043 C/A 447 SRF2S0.5TC65 22 575 0.6 66.5 1.15 11.31 S, US

1800 56C LM24355 √ 494 SRF4S0.5TC65 18 575 0.9 70.0 1.15 10.69 S, MX 
3/4 3600 56C LM25044 C/A 491 SRF2S0.75TC65 24 575 1.3 74.0 1.15 11.81 S, US

1800 56C LM24354 √ 527 SRF4S0.75TC65 21 575 1.1 75.5 1.15 11.19 S, MX 
1 3600 56C LM25045 C/A 566 SRF2S1TC65 25 575 1.5 74.0 1.15 11.81 S, US

1800 56C LM25046 √ 546 SRF4S1TC65 26 575 1.4 77.0 1.15 12.31 S, MX 
1800 143TC LM25051 C/A 570 SSF4P1TC65 41 575 1.2 82.5 1.25 12.87 S, MX 

1 1/2 3600 143TC LM25052 C/A 650 SSF2P1.5TC65 41 575 0.6 82.5 1.25 10.19 S, MX 
3600 56C LM25047 C/A 577 SRF2S1.5TC65 41 575 1.9 80.0 1.15 12.32 S, MX 
1800 56HC LM25048 √ 577 SRF4S1.5TC65 31 575 1.9 80.0 1.15 12.32 S, MX 
1800 145TC LM24158 √ 580 SSF4P1.5TC65 49 575 1.7 84.0 1.15 14.37 S, MX 
1200 182TC LM17175 C/A 1048 AF6B1.5TC65 95 575 —— 86.5 1.25 —— A, US
1200 182TC LM33607 C/A 1048 AF6B1.5TC65AP26 95 575 —— 86.5 1.25 —— A, MX
1200 182TC LM16582 C/A 899 AF6P1.5TC65 95 575 —— 85.5 1.25 —— A, US
1200 182TC LM33608 C/A 899 AF6P1.5TC65AP26 95 575 —— 85.5 1.25 —— A, MX

2 3600 56HC LM25049 C/A 684 SRF2S2TC65 31 575 2.4 80.0 1.15 12.32 S, US
3600 145TC LM25053 C/A 741 SSF2P2TC65 40 575 2.1 84.0 1.25 13.37 S, US
1800 56HC LM25050 √ 586 SRF4S2TC65 50 575 2.3 82.5 1.15 13.82 S, US
1800 145TC LM24137 √ 609 SSF4P2TC65 47 575 2.3 84.0 1.15 13.87 S, MX 
1200 184TC LM17179 C/A 1158 AF6B2TC65 104 575 2.9 87.5 1.25 15.96 A, US
1200 184TC LM33609 C/A 1158 AF6B2TC65AP26 104 575 2.9 87.5 1.25 15.96 A, MX
1200 184TC LM16587 C/A 977 AF6P2TC65 104 575 2.4 86.5 1.25 15.19 A, US
1200 184TC LM33610 C/A 977 AF6P2TC65AP26 104 575 2.4 86.5 1.25 15.19 A, MX

3 3600 182TC LM17180 C/A 1136 AF2B3TC65 95 575 3.1 87.5 1.25 15.19 A, US
3600 182TC LM33611 C/A 1136 AF2B3TC65AP26 95 575 3.1 87.5 1.25 15.19 A, MX
3600 182TC LM16589 C/A 909 AF2P3TC65 95 575 3.0 85.5 1.25 14.19 A, US
3600 182TC LM33612 C/A 909 AF2P3TC65AP26 95 575 3.0 85.5 1.25 14.19 A, MX
1800 182TC LM17181 C/A 1006 AF4B3TC65 95 575 3.2 89.5 1.25 15.19 A, US
1800 182TC LM33613 C/A 1006 AF4B3TC65AP26 95 575 3.2 89.5 1.25 15.19 A, MX
1800 182TC LM16590 C/A 823 AF4P3TC65 95 575 3.4 87.5 1.25 14.19 A, US
1800 182TC LM33614 C/A 823 AF4P3TC65AP26 95 575 3.4 87.5 1.25 14.19 A, MX
1200 213TC LM17182 C/A 1384 AF6B3TC65 138 575 3.9 89.5 1.25 17.20 A, US
1200 213TC LM16591 C/A 1244 AF6P3TC65 138 575 3.9 87.5 1.25 17.20 A, US

5 3600 184TC LM17183 C/A 1296 AF2B5TC65 104 575 5.0 88.5 1.25 15.19 A, US
3600 184TC LM33615 C/A 1296 AF2B5TC65AP26 104 575 5.0 88.5 1.25 15.19 A, MX
3600 184TC LM16592 C/A 1086 AF2P5TC65 104 575 5.0 87.5 1.25 15.19 A, US
3600 184TC LM33616 C/A 1086 AF2P5TC65AP26 104 575 5.0 87.5 1.25 15.19 A, MX
1800 184TC LM17184 C/A 1167 AF4B5TC65 104 575 5.0 89.5 1.25 16.19 A, US
1800 184TC LM33617 C/A 1167 AF4B5TC65AP26 104 575 5.0 89.5 1.25 16.19 A, MX
1800 184TC LM16593 √ 941 AF4P5TC65 104 575 5.2 87.5 1.25 15.19 A, MX
1800 184TC LM33490 C/A 941 AF4P5TC65AP26 104 575 5.2 87.5 1.25 15.19 A, US
1200 215TC LM17185 C/A 1889 AF6B5TC65 149 575 6.0 89.5 1.25 18.70 A, US
1200 215TC LM16594 C/A 1657 AF6P5TC65 149 575 6.0 87.5 1.25 18.70 A, US
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Specifications	are	subject	to	change	without	notice

C/A	-	Check	Availability

t LM	Numbers	are	Lincoln	Models

Green items are Premium Efficient

Three Phase - TEFC - C Face With Base
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View On-line Technical Information

Special Voltage Motors 
TEFC 575 Volt C Face With Feet

HP

SYN 
RPM  
60 Hz

NEMA 
Frame

t Catalog 
Number List Price Model Number

App. 
Wgt. 
(lbs) Voltage

F. L. 
Amps @ 
575 V

% F.L. 
Eff.

Service 
Factor

"C"  
Dim. 

(Inches) YNotes
7 1/2 3600 213TC LM17186 C/A 1570 AF2B7.5TC65 138 575 7.2 91.0 1.25 17.20 A, US

3600 213TC LM16595 C/A 1374 AF2P7.5TC65 175 575 7.2 88.5 1.25 17.20 A, US
1800 213TC LM17187 C/A 1514 AF4B7.5TC65 138 575 8.0 91.0 1.25 19.70 A, US
1800 213TC LM16596 C/A 1357 AF4P7.5TC65 127 575 8.0 89.5 1.25 19.70 A, US
1200 254TC LM17188 C/A 2585 AF6B7.5TC65 221 575 —— 91.0 1.25 —— A, US
1200 254TC LM16597 C/A 2279 AF6P7.5TC65 221 575 —— 89.5 1.25 —— A, US

10 3600 215TC LM17189 C/A 1961 AF2B10TC65 149 575 9.4 91.0 1.25 19.61 A, US
3600 215TC LM16598 C/A 1793 AF2P10TC65 210 575 9.4 89.5 1.25 19.61 A, US
1800 215TC LM17190 C/A 1888 AF4B10TC65 149 575 10.8 91.0 1.25 18.70 A, US
1800 215TC LM16599 √ 1439 AF4P10TC65 200 575 10.8 89.5 1.25 18.70 A, US
1200 256TC LM17191 C/A 3231 AF6B10TC65 248 575 12.8 91.0 1.25 25.15 A, US
1200 256TC LM16600 C/A 2844 AF6P10TC65 200 575 12.8 89.5 1.25 25.15 A, US

15 3600 254TC LM17192 C/A 2586 AF2B15TC65 221 575 13.8 91.7 1.25 23.19 A, US
3600 254TC LM16601 C/A 2404 AF2P15TC65 185 575 13.8 90.2 1.25 23.19 A, US
1800 254TC LM17193 C/A 2329 AF4B15TC65 221 575 15.6 92.4 1.25 23.40 A, US
1800 254TC LM16602 √ 2090 AF4P15TC65 260 575 15.6 91.0 1.25 23.40 A, US
1200 284TC LM17194 C/A 4373 AF6B15TC65 370 575 19.2 92.4 1.25 26.62 A, US
1200 284TC LM16603 C/A 3778 AF6P15TC65 500 575 19.2 90.2 1.25 26.62 A, US

20 3600 256TC LM17195 C/A 3055 AF2B20TC65 248 575 18.8 91.7 1.25 24.24 A, US
3600 256TC LM16604 C/A 2612 AF2P20TC65 248 575 18.8 90.2 1.25 24.24 A, US
1800 256TC LM17196 C/A 2892 AF4B20TC65 248 575 21.0 93.0 1.25 25.15 A, US
1800 256TC LM16605 √ 2460 AF4P20TC65 300 575 20.0 91.0 1.25 25.15 A, US
1200 286TC LM17197 C/A 5673 AF6B20TC65 415 575 —— 93.0 1.25 —— A, US
1200 286TC LM16606 C/A 4412 AF6P20TC65 415 575 —— 90.2 1.25 —— A, US

25 3600 284TSC LM17198 C/A 4279 AF2B25TSC65 370 575 22.8 93.0 1.25 25.12 A, US
3600 284TSC LM16607 C/A 3530 AF2P25TSC65 370 575 22.8 91.0 1.25 25.12 A, US
1800 284TC LM17199 C/A 3878 AF4B25TC65 370 575 26.4 94.1 1.25 26.62 A, US
1800 284TC LM16608 C/A 3334 AF4P25TC65 370 575 26.4 92.4 1.25 26.62 A, US
1200 324TC LM14563 C/A 6578 SF6B25TC65Y 514 575 25.6 93.0 1.25 28.50 S, US
1200 324TC LM14551 C/A 5693 SF6P25TC65Y 500 575 25.2 91.7 1.25 28.50 S, US

30 3600 286TSC LM20087 C/A 4779 AF2B30TSC65Y 415 575 26.4 93.0 1.25 26.62 A, US
3600 286TSC LM19596 C/A 4120 AF2P30TSC65Y 415 575 28.0 91.0 1.25 26.62 A, US
1800 286TC LM20088 C/A 5039 AF4B30TC65Y 415 575 30.0 94.5 1.25 28.12 A, US
1800 286TC LM19597 √ 3945 AF4P30TC65Y 415 575 30.5 92.4 1.25 28.12 A, US
1200 326TC LM14566 C/A 7240 SF6B30TC65Y 568 575 30.0 92.4 1.25 30.56 S, US
1200 326TC LM14554 C/A 6308 SF6P30TC65Y 580 575 30.0 91.7 1.25 30.56 S, US

40 3600 324TSC LM14561 C/A 6128 SF2B40TSC65Y 514 575 36.0 94.1 1.25 28.03 S, US
3600 324TSC LM14549 C/A 5344 SF2P40TSC65Y 514 575 36.0 91.7 1.25 28.03 S, US
1800 324TC LM14562 C/A 5904 SF4B40TC65Y 514 575 42.4 94.1 1.25 28.50 S, US
1800 324TC LM14550 C/A 5155 SF4P40TC65Y 518 575 42.4 93.0 1.25 28.50 S, US
1200 364TC LM20035 C/A 8641 SF6B40TC65Y 777 575 47.0 94.5 1.25 31.90 S, US
1200 364TC LM19598 C/A 7474 SF6P40TC65Y 777 575 47.0 93.0 1.25 31.90 S, US

50 3600 326TSC LM14564 C/A 7685 SF2B50TSC65Y 568 575 45.0 94.1 1.25 28.50 S, US
3600 326TSC LM14552 √ 6694 SF2P50TSC65Y 568 575 45.0 92.4 1.25 28.50 S, US
1800 326TC LM14565 C/A 7018 SF4B50TC65Y 568 575 51.6 95.0 1.25 30.00 S, US
1800 326TC LM14553 C/A 5755 SF4P50TC65Y 568 575 51.6 93.0 1.25 30.00 S, US
1200 365TC LM20036 C/A 10664 SF6B50TC65Y 834 575 58.0 94.5 1.25 32.90 S, US
1200 365TC LM19599 C/A 9211 SF6P50TC65Y 834 575 58.0 93.0 1.25 32.90 S, US
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Three Phase - TEFC - C Face With Base

Y Note	listing	on	inside	back	flap

Specifications	are	subject	to	change	without	notice

C/A	-	Check	Availability

t LM	Numbers	are	Lincoln	Models

Green items are Premium Efficient
Continued	To	Next	Page
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View On-line Technical Information

Special Voltage Motors 
TEFC 575 Volt C Face With Feet

HP

SYN 
RPM  
60 Hz

NEMA 
Frame

t Catalog 
Number List Price Model Number

App. 
Wgt. 
(lbs) Voltage

F. L. 
Amps @ 
575 V

% F.L. 
Eff.

Service 
Factor

"C"  
Dim. 

(Inches) YNotes

60 3600 364TSC LM20037 C/A 9653 SF2B60TSC65Y 777 575 53.0 95.0 1.25 29.77 S, US
3600 364TSC LM19600 C/A 8344 SF2P60TSC65Y 777 575 53.0 93.0 1.25 29.77 S, US
1800 364TC LM20038 C/A 10057 SF4B60TC65Y 778 575 58.0 95.0 1.25 31.90 S, US
1800 364TC LM19603 C/A 8378 SF4P60TC65Y 778 575 58.0 93.6 1.25 31.90 S, US
1200 404TC LM20039 C/A 12536 SF6B60TC65Y 934 575 —— 94.5 1.15 —— S, US
1200 404TC LM19601 C/A 10591 SF6P60TC65Y 934 575 —— 93.6 1.15 —— S, US

75 3600 365TSC LM20040 C/A 12284 SF2B75TSC65Y 834 575 66.5 95.0 1.25 30.77 S, US
3600 365TSC LM19602 C/A 10597 SF2P75TSC65Y 834 575 66.5 93.0 1.25 30.77 S, US
1800 365TC LM20041 C/A 12180 SF4B75TC65Y 834 575 73.0 95.0 1.15 32.90 S, US
1800 365TC LM15921 √ 10410 SF4P75TC65Y 835 575 73.0 94.1 1.25 32.90 S, US
1200 405TC LM20042 C/A 16078 SF6B75TC65Y 1018 575 84.0 94.5 1.15 17.25 S, US
1200 405TC LM19604 C/A 13551 SF6P75TC65Y 1018 575 84.0 93.6 1.15 17.25 S, US

100 3600 405TSC LM20043 C/A 17140 SF2B100TSC65Y 1018 575 —— 95.8 1.15 —— S, US
3600 405TSC LM19605 C/A 14400 SF2P100TSC65Y 1018 575 —— 93.6 1.15 —— S, US
1800 405TC LM20044 C/A 15320 SF4B100TC65Y 1001 575 —— 95.4 1.15 —— S, US
1800 405TC LM19606 C/A 12582 SF4P100TC65Y 1018 575 —— 94.5 1.15 —— S, US
1200 444TC LM20045 C/A 20527 SF6B100TC65Y 1372 575 —— 95.4 1.15 —— S, US
1200 444TC LM19607 C/A 16669 SF6P100TC65Y 1372 575 —— 94.1 1.15 —— S, US

125 3600 444TSC LM20046 C/A 21950 SF2B125TSC65Y 1372 575 106.0 95.8 1.15 37.49 S, US
3600 444TSC LM19608 C/A 17551 SF2P125TSC65Y 1372 575 106.0 94.5 1.15 37.49 S, US
1800 444TC LM20047 C/A 20392 SF4B125TC65Y 1372 575 117.0 96.2 1.15 41.58 S, US
1800 444TC LM19609 C/A 16753 SF4P125TC65Y 1372 575 117.0 94.5 1.15 41.58 S, US
1200 445TC LM20048 C/A 24733 SF6B125TC65Y 1552 575 138.0 95.8 1.15 43.58 S, US
1200 445TC LM19610 C/A 19751 SF6P125TC65Y 1525 575 138.0 94.1 1.15 43.58 S, US

150 3600 445TSC LM20049 C/A 27095 SF2B150TSC65Y 1552 575 —— 96.2 1.15 —— S, US
3600 445TSC LM19611 C/A 21534 SF2P150TSC65Y 1525 575 —— 94.5 1.15 —— S, US
1800 445TC LM20050 C/A 23735 SF4B150TC65Y 1552 575 136.0 96.2 1.15 43.56 S, US
1800 445TC LM19612 C/A 19294 SF4P150TC65Y 1525 575 136.0 95.0 1.15 43.56 S, US
1200 445TC LM20051 C/A 28853 SF6B150TC65Y 1552 575 —— 95.8 1.15 —— S, US
1200 445TC LM19613 C/A 23016 SF6P150TC65Y 1525 575 —— 95.0 1.15 —— S, US

200 3600 445TSC LM20052 C/A 33972 SF2B200TSC65Y 1552 575 —— 96.2 1.15 —— S, US
3600 445TSC LM19614 C/A 27071 SF2P200TSC65Y 1525 575 —— 95.0 1.15 —— S, US
1800 445TC LM20053 C/A 28408 SF4B200TC65Y 1552 575 188.0 96.2 1.15 43.58 S, US
1800 445TC LM17685 C/A 23692 SF4P200TC65Y 1537 575 188.0 95.0 1.15 43.58 S, US
1200 447TC LM20054 C/A 32915 SF6B200TC65Y 1833 575 203.0 95.8 1.15 52.08 S, US
1200 447TC LM19615 C/A 26246 SF6P200TC65Y 1833 575 203.0 95.0 1.15 52.08 S, US

250 3600 447TSC LM20055 C/A 40929 SF2B250TSC65Y 1833 575 —— 96.2 1.15 —— S, US
3600 447TSC LM19616 C/A 32593 SF2P250TSC65Y 1833 575 —— 95.4 1.0 —— S, US
1800 447TC LM20056 C/A 33805 SF4B250TC65Y 1833 575 226.0 96.2 1.15 47.08 S, US
1800 447TC LM19617 C/A 28177 SF4P250TC65Y 1833 575 231.0 95.0 1.15 47.08 S, US
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View On-line Technical Information

Special Voltage Motors 
TEFC 575 Volt C Face with Feet

HP

SYN 
RPM  
60 Hz

NEMA 
Frame

t Catalog 
Number List Price Model Number

App. 
Wgt. 
(lbs) Voltage

F. L. 
Amps @ 
575 V

% F.L. 
Eff.

Service 
Factor

"C"  
Dim. 

(Inches) YNotes

300 3600 449TSC LM20058 C/A 50744 S449F2B300TSC65Y 2206 575 —— 96.2 1.15 —— S, US
3600 449TSC LM19619 C/A 39644 S449F2P300TSC65Y 2206 575 —— 95.4 1.15 —— S, US
1800 447TC LM20059 C/A 36923 SF4B300TC65Y 1833 575 282.0 96.2 1.15 47.08 S, US
1800 447TC LM19620 C/A 29441 SF4P300TC65Y 1833 575 282.0 95.4 1.00 47.08 S, US

350 3600 449TSC LM20061 C/A 55179 SF2B350TSC65Y 2206 575 —— 95.8 1.15 —— S, US
3600 449TSC LM19623 C/A 43875 SF2P350TSC65Y 2206 575 —— 95.4 1.00 —— S, US
1800 449TC LM20062 C/A 45383 SF4B350TC65Y 2206 575 322.0 96.2 1.15 52.06 S, US
1800 449TC LM19624 C/A 30460 SF4P350TC65Y 2206 575 316.0 95.4 1.15 52.06 S, US

400 3600 449TSC LM20063 C/A 67197 SF2B400TSC65Y 2206 575 —— 95.8 1.00 —— S, US
3600 449TSC LM19625 C/A 53397 SF2P400TSC65Y 2206 575 —— 95.4 1.00 —— S, US
1800 449TC LM20064 C/A 52061 SF4B400TC65Y 2206 575 382.0 96.2 1.15 52.08 S, US
1800 449TC LM19626 C/A 39988 SF4P400TC65Y 2206 575 382.0 95.4 1.00 52.08 S, US
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Specifications	are	subject	to	change	without	notice
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t LM	Numbers	are	Lincoln	Models

Green items are Premium Efficient

Three Phase - TEFC - C Face With Base
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View On-line Technical Information

Special Voltage Motors 
575 Volt Motors - Drip-Proof - Rigid Base

HP

SYN 
RPM  
60 Hz

NEMA 
Frame

t Catalog 
Number List Price Model Number

App. 
Wgt. 
(lbs) Voltage

F. L. 
Amps @ 
575 V

% F.L. 
Eff.

Service 
Factor

"C"  
Dim. 

(Inches) YNotes

1/3 1800 56 LM25054 √ 339 SRD4S0.33T65 15 575 0.6 65.5 1.15 9.97 S, MX
1/2 3600 56 LM25055 C/A 341 SRD2S0.5T65 22 575 —— 66.0 1.25 —— S, MX

1800 56 LM24161 √ 391 SRD4S0.5T65 17 575 0.9 70.0 1.25 10.47 S, MX
3/4 3600 56 LM25056 C/A 401 SRD2S0.75T65 21 575 —— 74.0 1.25 —— S, MX

1800 56 LM25057 √ 433 SRD4S0.75T65 20 575 1.2 75.5 1.15 10.44 S, MX
1 3600 56 LM25058 √ 464 SRD2S1T65 24 575 1.5 74.0 1.25 10.44 S, US

1800 56 LM25059 √ 450 SRD4S1T65 22 575 1.5 77.0 1.15 10.94 S, US
1800 143T LM24170 C/A 469 SSD4P1T65 34 575 1.2 82.5 1.25 12.49 S, US

1 1/2 3600 56 LM25060 C/A 520 SRD2S1.5T65 23 575 2.0 80.0 1.15 10.44 S, US
3600 143T LM25065 C/A 560 SSD2P1.5T65 28 575 —— 82.5 1.25 —— S, US
1800 56H LM25061 √ 478 SRD4S1.5T65 28 575 1.9 80.0 1.15 10.94 S, MX
1800 145T LM25066 C/A 496 SSD4P1.5T65 40 575 1.8 84.0 1.25 12.49 S, US

2 3600 56H LM25062 √ 608 SRD2S2T65 25 575 2.5 80.0 1.15 10.44 S, US
3600 145T LM25067 C/A 660 SSD2P2T65 28 575 —— 84.0 1.25 —— S, US
1800 56H LM25063 √ 589 SRD4S2T65 36 575 2.5 81.5 1.15 11.94 S, US
1800 145T LM24124 C/A 566 SSD4P2T65 44 575 2.7 84.0 1.25 12.99 S, MX

3 3600 56H LM25064 C/A 580 SRD2S3T65 33 575 3.3 84.0 1.15 11.44 S, US
3600 145T LM25068 C/A 606 SSD2P3T65 33 575 —— 84.0 1.25 —— S, US
1800 182T LM24227 √ 584 SSD4P3T65 83 575 3.0 86.5 1.25 13.72 S, MX

5 3600 182T LM25069 C/A 679 SSD2P5T65 88 575 —— 86.5 1.25 —— S, MX
1800 184T LM25070 C/A 650 SSD4P5T65 87 575 5.3 87.5 1.25 14.22 S, MX

7 1/2 3600 184T LM25071 √ 936 SSD2P7.5T65 88 575 7.1 87.5 1.15 14.72 S, MX
1800 213T LM33247 C/A 918 SSD4P7.5T65 121 575 —— 88.5 1.25 —— S, MX

10 1800 215T LM24231 √ 1127 SSD4P10T65 138 575 10.0 89.5 1.25 17.29 S, MX
15 1800 254T LM24219 √ 1630 SSD4P15T65 215 575 15.3 91.0 1.25 22.32 S, US
20 1800 256T LM24232 √ 2048 SSD4P20T65 233 575 20.8 91.0 1.25 22.32 S, US
25 1800 284T LM29581 C/A 2777 CCD4P25T65Y 350 575 24.4 91.7 1.25 23.49 C, US
30 3600 284TS LM20081 C/A 3222 SD2P30TS65Y 348 575 —— 91.0 1.25 —— S, US

1800 286T LM29865 C/A 3222 CCD4P30T65Y 400 575 28.8 92.4 1.25 24.99 C, US
40 3600 286TS LM15599 C/A 4164 SD2P40TS65Y 389 575 36.0 91.7 1.25 23.25 S, US

1800 324T LM14402 C/A 4170 SD4P40T65Y 469 575 42.5 93.0 1.25 25.82 S, US
50 3600 324TS LM14401 C/A 5677 SD2P50TS65Y 469 575 44.5 92.4 1.25 24.32 S, US

1800 326T LM14405 √ 4710 SD4P50T65Y 522 575 52.0 93.0 1.25 27.32 S, US
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View On-line Technical Information

Special Voltage Motors 
575 Volt Motors - Drip-Proof - Rigid Base

HP

SYN 
RPM  
60 Hz

NEMA 
Frame

t Catalog 
Number List Price Model Number

App. 
Wgt. 
(lbs) Voltage

F. L. 
Amps @ 
575 V

% F.L. 
Eff.

Service 
Factor

"C"  
Dim. 

(Inches) YNotes

60 3600 326TS LM14404 √ 5903 SD2P60TS65Y 522 575 52.5 93.0 1.25 25.82 S, US
1800 364T LM18378 C/A 5967 SD4P60T65Y 712 575 58.0 93.6 1.25 28.40 S, US

75 3600 364TS LM18379 C/A 7896 SD2P75TS65Y 712 575 65.0 93.0 1.25 26.27 S, US
1800 365T LM18384 √ 7518 SD4P75T65Y 763 575 75.0 94.1 1.25 29.40 S, US

100 3600 365TS LM18385 C/A 9171 SD2P100TS65Y 763 575 87.0 93.0 1.25 27.27 S, US
1800 404T LM18298 C/A 7989 SD4P100T65Y 882 575 96.0 94.1 1.25 31.81 S, US

125 3600 404TS LM18296 C/A 11138 SD2P125TS65Y 882 575 136.0 93.6 1.25 29.18 S, US
1800 405T LM18306 C/A 9199 SD4P125T65Y 958 575 152.0 95.4 1.25 33.31 S, US

150 3600 405TS LM18302 C/A 13318 SD2P150TS65Y 958 575 134.0 93.6 1.25 30.68 S, US
1800 444T LM15101 C/A 12381 SD4P150T65Y 1277 575 140.0 95.0 1.15 37.43 S, US

200 3600 444TS LM15100 C/A 16342 SD2P200TS65Y 1277 575 173.0 94.5 1.25 33.50 S, US
1800 445T LM15106 C/A 14497 SD4P200T65Y 1449 575 190.0 95.0 1.15 39.43 S, US

250 3600 445TS LM15103 C/A 21793 SD2P250TS65Y 1438 575 213.0 94.5 1.15 39.49 S, US
1800 445T LM15104 C/A 20100 SD4P250T65Y 1438 575 —— 95.4 1.15 —— S, US

300 3600 447TS LM15111 C/A 25422 SD2P300TS65Y 1745 575 253.0 95.0 1.15 39.00 S, US
1800 447T LM15061 C/A 21221 SD4P300T65Y 1745 575 279.0 95.4 1.15 42.93 S, US

350 3600 447TS LM15108 C/A 27965 SD2P350TS65Y 1745 575 295.0 95.0 1.15 39.00 S, US
1800 447T LM15109 C/A 24420 SD4P350T65Y 1745 575 376.0 95.4 1.15 42.93 S, US

400 3600 449TS LM15116 C/A 31631 SD2P400TS65Y 2112 575 —— 95.4 1.15 —— S, US
1800 449T LM15117 C/A 30508 SD4P400T65Y 2112 575 —— 95.4 1.15 —— S, US
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View On-line Technical Information

Special Voltage Motors 
575 Volt Motors - Drip-Proof - C Face With Base

HP

SYN 
RPM  
60 Hz

NEMA 
Frame

t Catalog 
Number List Price Model Number

App. 
Wgt. 
(lbs) Voltage

F. L. 
Amps @ 
575 V

% F.L. 
Eff.

Service 
Factor

"C"  
Dim. 

(Inches) YNotes

1/3 1800 56C LM25072 C/A 388 SRD4S0.33TC65 15 575 0.6 67.0 1.35 9.80 S, US
1/2 3600 56C LM25073 C/A 391 SRD2S0.5TC65 18 575 —— 66.0 1.25 —— S, US

1800 56C LM25074 C/A 440 SRD4S0.5TC65 17 575 1.0 68.0 1.15 10.44 S, US
3/4 3600 56C LM25075 C/A 451 SRD2S0.75TC65 21 575 —— 74.0 1.25 —— S, US

1800 56C LM25076 C/A 485 SRD4S0.75TC65 20 575 1.1 75.5 1.25 10.80 S, US
1 3600 56C LM25077 C/A 516 SRD2S1TC65 24 575 —— 74.0 1.25 —— S, US

1800 56C LM25078 C/A 500 SRD4S1TC65 22 575 1.5 77.0 1.15 10.94 S, US
1800 143TC LM25084 C/A 557 SSD4P1TC65 34 575 1.2 82.5 1.25 12.49 S, US

1 1/2 3600 56C LM25079 C/A 570 SRD2S1.5TC65 23 575 —— 80.0 1.15 —— S, US
1800 56HC LM25080 C/A 527 SRD4S1.5TC65 28 575 1.9 80.0 1.15 10.94 S, US
1800 145TC LM25085 C/A 586 SSD4P1.5TC65 40 575 —— 84.0 1.25 —— S, US

2 3600 56HC LM25081 C/A 629 SRD2S2TC65 25 575 2.8 80.0 1.15 10.44 S, US
1800 56C LM25082 C/A 626 SRD4S2TC65 36 575 2.5 81.5 1.15 11.94 S, US
1800 145TC LM25086 C/A 626 SSD4P2TC65 44 575 —— 84.0 1.25 —— S, US

3 3600 56HC LM25083 C/A 629 SRD2S3TC65 33 575 —— 84.0 1.15 —— S, US
1800 182TC LM25087 C/A 734 SSD4P3TC65 83 575 3.4 86.5 1.25 14.46 S, MX

5 1800 184TC LM25088 √ 838 SSD4P5TC65 93 575 5.2 87.5 1.25 14.96 S, MX
7 1/2 1800 213TC LM25089 √ 1081 SSD4P7.5TC65 115 575 7.7 88.5 1.25 18.03 S, MX

10 1800 215TC LM25090 √ 1330 SSD4P10TC65 138 575 10.0 89.5 1.25 18.03 S, MX
15 1800 254TC LM25091 C/A 1746 SSD4P15TC65 215 575 15.4 91.0 1.25 26.64 S, US
20 1800 256TC LM25092 C/A 2165 SSD4P20TC65 233 575 20.8 91.0 1.25 22.64 S, US
25 1800 284TC LM30138 C/A 2986 CCD4P25TC65 350 575 24.4 91.7 1.25 23.44 C, US
30 1800 286TC LM30139 C/A 3433 CCD4P30TC65 396 575 28.8 92.4 1.25 13.25 C, US
40 1800 324TC LM14556 C/A 4517 SD4P40TC65Y 479 575 42.5 93.0 1.25 25.91 S, US
50 1800 326TC LM14559 C/A 5059 SD4P50TC65Y 535 575 52.0 93.0 1.25 27.41 S, US
60 1800 364TC LM19713 C/A 6386 SD4P60TC65Y 724 575 —— 93.6 1.25 —— S, US
75 1800 365TC LM19716 C/A 6889 SD4P75TC65Y 771 575 75.0 94.1 1.25 29.35 S, US
100 1800 404TC LM19719 C/A 8656 SD4P100TC65Y 898 575 —— 94.1 1.25 —— S, US
125 1800 405TC LM19722 C/A 9867 SD4P125TC65Y 974 575 —— 94.5 1.25 —— S, US
150 1800 444TC LM19725 C/A 13207 SD4P150TC65Y 1292 575 140.0 95.0 1.15 37.25 S, US
200 1800 445TC LM19728 C/A 15306 SD4P200TC65Y 1470 575 —— 95.0 1.25 —— S, US
250 1800 445TC LM19731 C/A 20900 SD4P250TC65Y 1459 575 —— 95.4 1.15 —— S, US
300 1800 447TC LM19734 C/A 22097 SD4P300TC65Y 1766 575 —— 95.4 1.15 —— S, US
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View On-line Technical Information

Special Voltage Motors 
200/400 Volt - Drip-Proof - Rigid Base

HP

SYN 
RPM  
60 Hz

NEMA 
Frame

t Catalog 
Number

List 
Price Model Number

App. 
Wgt. 
(lbs) Voltage

F. L. 
Amps @ 
200 V

% F.L. 
Eff.

Service 
Factor

"C"  
Dim. 

(Inches) YNotes
1/3 1800 56 LM24156 √ 382 SRD4S0.5T62 17 200/400 2.5 70.0 1.25 10.47 S, MX
1/2 1200 56 LM25599 C/A 547 SRD6S0.5T62 22 200/400 2.3 74.0 1.25 10.44 S, US
3/4 3600 56 LM05332 C/A 367 RD2S0.75T62 26 200/400   —— 72.0 1.25 —— S, MX

1800 56 LM24163 √ 408 SRD3S0.75T62 23 200/400 3.2 75.5 1.25 10.97 S, MX
1200 56 LM05345 C/A 555 RD6S0.75T62 26 200/400 —— 72.0 1.15 —— S, MX

1 3600 56 LM05342 C/A 423 RD2S1T62 26 200/400 —— 75.5 1.25 —— S, MX
1800 143T LM33053 C/A 529 SD4P1T62 32 200/400 —— 82.5 1.15 —— S, MX
1200 145T LM33054 C/A 637 SD6P1T62 36 200/400 —— 80.0 1.15 —— S, MX

1 1/2 3600 143T LM33055 C/A 556 SD2P1.5T62 32 200/400 —— 82.5 1.15 —— S, MX
1800 145T LM33056 C/A 554 SSD4PT62 35 200/400 —— 84.0 1.15 —— S, MX

2 1800 145T LM33057 C/A 568 SSD4P2T62 48 200/400 —— 84.0 1.15 —— S, MX
3 3600 145T LM33058 C/A 687 SD2P3T62 38 200/400 —— 84.0 1.15 —— S, MX

1800 182T LM33059 √ 646 SSD4P3T62 75 200/400 10.1 86.5 1.15 12.69 S, MX
1200 213T LM33060 C/A 1025 SD6P3T62 99 200/400 —— 86.5 1.15 —— S, MX

5 3600 183T LM33061 C/A 822 SD2P5T62 58 200/400 —— 85.5 1.15 —— S, MX
1800 184T G131500.00 √ 667 C184T17DB78 62 200-208/400-416 15.4 86.0 1.15 13.19 S, MX
1800 182T LM33062 √ 746 SSD4P5T62 82 200/400 15.2 87.5 1.15 13.19 S, MX
1200 215T LM33063 C/A 1252 SD6P5T62 115 200/400 —— 87.5 1.15 —— S, MX

7 1/2 3600 184T LM33064 C/A 944 SSD2P7.5T62 85 200/400 —— 87.5 1.15 —— S, MX
1800 213T G141124.00 √ 950 C213T17DB15 133 200-208/400-416 22.0 84.0 1.15 17.09 S, MX
1800 213T LM33247 C/A 918 SSD4P7.5T62 103 200/400 22.0 84.0 1.15 17.29 S, MX

10 1800 215T G140004.00 √ 1162 C215T17DB33 138 200-208/400-416 32.0 86.5 1.15 15.76 S, MX
1800 215T LM32681 √ 1252 SSD4P10T62 120 200/400 28.8 91.7 1.15 18.54 S, MX

15 1800 254T LM26334 √ 1781 SSD4P15T62 164 200/400 44.0 91.0 1.15 22.32 S, US
20 3600 254T LM33065 C/A 2178 SSD2P20T62 200 200/400 —— 90.2 1.15 —— S, US

1800 256T LM32675 √ 2126 SSD4P20T62 200 200/400 57.5 91.0 1.15 22.32 S, US
25 3600 256T LM33066 C/A 2993 SSD2P25T62 250 200/400 —— 91.0 1.15 —— S, US

1800 284T LM33067 C/A 3520 SD4P25T62 278 200/400 —— 91.7 1.15 —— S, US
30 3600 284TS LM32683 C/A 3784 SD2P30TS62 285 200/400 —— 91.0 1.15 —— S, US

1800 286T LM32670 C/A 3750 SD4P30T62 325 200/400 87.5 92.4 1.15 24.99 S, US
40 3600 286TS LM33068 C/A 4096 SD2P40TS62 325 200/400 —— 91.7 1.15 —— S, US

1800 324T LM32680 √ 4086 SD4P40T62 378 200/400 147.0 93.0 1.15 25.82 S, US
50 3600 324TS LM33069 C/A 5379 SD2P50TS62 410 200/400 —— 92.4 1.15 —— S, US

1800 326T LM33070 C/A 4420 SD4P60T62 444 200/400 150.0 93.0 1.15 27.32 S, US
60 3600 326TS LM33071 C/A 5842 SD2P60TS62 462 200/400 —— 93.0 1.15 —— S, US

1800 364T LM33072 C/A 6030 SD4P60T62 575 200/400 —— 93.6 1.15 —— S, US
75 3600 364TS LM33073 C/A 7690 SD2P75TS62 618 200/400 —— 93.0 1.15 —— S, US

1800 365T LM33074 C/A 6305 SD4P75T62 660 200/400 —— 94.1 1.15 —— S, US
100 3600 365TS LM33075 C/A 8752 SD2P100TS62 680 200/400 —— 93.0 1.15 —— S, US

1800 404T LM33076 C/A 8382 SD4P100T62 767 200/400 —— 94.1 1.15 —— S, US
125 1800 405T LM33077 C/A 9320 SD4P125T62 910 200/400 —— 94.5 1.15 —— S, US
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View On-line Technical Information

Special Voltage Motors 
200/400 Volt - TEFC - Rigid Base

HP

SYN 
RPM  
60 Hz

NEMA 
Frame

t Catalog 
Number List Price Model Number

App. 
Wgt. 
(lbs) Voltage

F. L. 
Amps @ 
200 V

% F.L. 
Eff.

Service 
Factor

"C"  
Dim. 

(Inches) YNotes

1/3 1800 56 LM02676 C/A 378 SRF4S0.33T62 28 200/400 —— 72.0 1.15 —— S, US
1/2 1800 56 LM02682 C/A 463 SRF4S0.5T62 28 200/400 —— 74.0 1.15 —— S, US

1200 56 LM02679 C/A 586 SRF6S0.5T62 28 200/400 —— 70.0 1.15 —— S, US
3/4 3600 56 LM02694 C/A 475 SRF2S0.75T62 28 200/400 —— 74.0 1.15 —— S, US

1800 56 LM02691 C/A 475 SRF4S0.75T62 30 200/400 —— 74.0 1.15 —— S, US
1200 56 LM02688 C/A 598 SRF6S0.75T62 28 200/400 3.6 74.0 1.15 12.32 S, US

1 3600 56 LM02703 C/A 475 SRF2S1T62 28 200/400 3.5 75.5 1.15 11.82 S, US
1800 56 110255.00 √ 499 C6T17FB8 30 200-208 4.4 77.0 1.15 11.31 S, US
1800 56 LM02700 C/A 495 SRF4S1T62 28 200/400 —— 78.5 1.15 —— S, US
1800 143T G120047.00 C/A 545 C143T17FB28 32 200-208 4.4 77.0 1.15 12.75 S, US
1800 143T LM33078 C/A 594 SS4P1T62 32 200/400 3.8 82.5 1.15 13.87 S, US
1200 56H LM02697 C/A 606 SRF6S1T62 36 200/400 —— 72.0 1.15 —— S, US
1200 145T LM33079 C/A 726 SRF6P1T62 36 200/400 —— 80.0 1.15 —— S, US

900 182T LM33080 C/A 1210 AF8S1T62 68 200/400 —— 74.0 1.15 —— A, US
900 182T LM33618 C/A 1210 AF8S1T62AP26 68 200/400 —— 74.0 1.15 —— A, MX

1 1/2 3600 143T LM33081 C/A 626 SSF2P1.5T62 42 200/400 —— 82.5 1.15 —— S, US
1800 56H LM02706 C/A 520 SRF4S1.5T62 72 200/400 —— 80.0 1.15 —— S, US
1800 145T G120032.00 √ 553 C145T17FB88 35 200-208 5.6 80.0 1.15 12.75 S, US
1800 145T LM33083 C/A 1435 SF4P1.5T62 72 200/400 —— 84.0 1.15 —— S, US
1200 182T LM33082 C/A 810 AF6P1.5T62 76 200/400 —— 85.5 1.15 —— A, US
1200 182T LM33619 C/A 810 AF6P1.5T62AP26 76 200/400 —— 85.5 1.15 —— A, MX

2 3600 56H LM02715 C/A 575 SRF2ST62 36 200/400 —— 78.5 1.15 —— S, US
1800 56H LM02712 C/A 615 SRF4S2T62 36 200/400 —— 80.0 1.15 —— S, US
1800 145T G120034.00 √ 585 C145T17FB89 38 200-208 7.2 81.5 1.15 12.75 S, US
1800 145T LM33084 C/A 662 SSF4P2T62 42 200/400 —— 84.0 1.15 —— S, US
1200 184T LM33085 C/A 1198 AF6P2T62 76 200/400 —— 86.5 1.15 —— A, US
1200 184T LM33620 C/A 1198 AF6P2T62AP26 76 200/400 —— 86.5 1.15 —— A, MX

900 213T LM33086 C/A 1817 AF8P2T62 107 200/400 —— 82.5 1.15 —— A, US
3 3600 182T G131465.00 √ 682 C182T17FB51 82 200-208/400-416 10.0 84.0 1.15 12.96 S, US

3600 182T LM33087 C/A 908 AF2P3T62 73 200/400 —— 85.5 1.15 —— A, US
3600 182T LM33621 C/A 908 AF2P3T62AP26 73 200/400 —— 85.5 1.15 —— A, MX
1800 182T LM33088 C/A 830 AF4P3T62 78 200/400 —— 87.5 1.15 —— A, US
1800 182T LM33622 C/A 830 AF4P3T62AP26 78 200/400 —— 87.5 1.15 —— A, MX
1200 213T LM33089 C/A 1282 AF6P3T62 100 200/400 —— 87.5 1.15 —— A, US

900 215T LM33090 C/A 1925 AF8P3T62 125 200/400 —— 84.0 1.15 —— A, US
5 3600 184T LM33091 C/A 1096 AF2P5T62 80 200/400 —— 87.5 1.15 —— A, US

3600 184T LM33623 C/A 1096 AF2P5T62AP26 80 200/400 —— 87.5 1.15 —— A, MX
1800 184T G131466.00 √ 787 C184T17FB63 63 200-208/400-416 15.4 86.0 1.15 13.96 S, MX
1800 184T LM26285 C/A 943 AAF4P5T62 78 200/400 15.0 87.5 1.25 15.19 A, US
1800 184T LM33624 C/A 943 AAF4P5T62AP26 78 200/400 15.0 87.5 1.25 15.19 A, MX
1200 215T LM33093 C/A 1496 AF6P5T62 122 200/400 —— 87.5 1.15 —— A, US

900 254T LM33094 C/A 2705 AF8P5T62 125 200/400 —— 85.5 1.15 —— A, US
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Specifications	are	subject	to	change	without	notice

C/A	-	Check	Availability

t LM	Numbers	are	Lincoln	Models

Three Phase - TEFC - Rigid Base
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View On-line Technical Information

Special Voltage Motors 
200/400 Volt - TEFC - Rigid Base

HP

SYN 
RPM  
60 Hz

NEMA 
Frame

t Catalog 
Number List Price Model Number

App. 
Wgt. 
(lbs) Voltage

F. L. 
Amps @ 
200 V

% F.L. 
Eff.

Service 
Factor

"C"  
Dim. 

(Inches) YNotes

7 1/2 3600 213T LM33095 C/A 1473 AF2P7.5T62 110 200/400   —— 88.5 1.15 —— A, US
1800 213T G141123.00 √ 1006 C213T17FB19 144 200-208/400-416 23.0 87.0 1.15 17.58 S, MX
1800 213T LM33096 C/A 1330 AF4P7.5T62 108 200/400 23.0 89.5 1.15 17.95 A, US
1200 254T LM33097 C/A 2300 AF6P7.5T62 165 200/400 —— 89.5 1.15 —— A, US

900 256T LM33098 C/A 3201 AF8P7.5T62 202 200/400 —— 85.5 1.15 —— A, US
10 3600 215T LM33099 C/A 1787 AF2P10T62 124 200/400 —— 89.5 1.15 —— A, US

1800 215T G140013.00 √ 1223 C215T17FB29 168 200-208/400-416 29.6 87.5 1.15 18.21 S, MX
1800 215T LM32690 C/A 1457 AF4P10T62 126 200/400 —— 89.5 1.15 —— A, US
1200 256T LM33100 C/A 2612 AF6P10T62 205 200/400 —— 89.5 1.15 —— A, US

15 3600 254T LM33101 C/A 2483 AF2P15T62 172 200/400 —— 90.2 1.15 —— A, US
1800 254T LM32691 C/A 2344 AF4P15T62 152 200/400 43.5 91.0 1.15 23.52 A, US

20 3600 256T LM33102 C/A 2886 AF2P20T62 205 200/400 —— 90.2 1.15 —— A, US
1800 256T LM33103 √ 2662 AF4P20T62 202 200/400 58.5 91.0 1.15 14.87 A, US

25 1200 324T LM33104 C/A 6135 SF6P25T62 479 200/400 —— 91.7 1.15 —— S, US
30 1200 326T LM33105 C/A 6671 SF6P30T62 355 200/400 —— 91.7 1.15 —— S, US
40 3600 324TS LM02323 C/A 4295 SF2P40TS62 396 200/400 —— 91.7 1.15 —— S, US

1800 324T LM02005 C/A 4048 SF4P40T62 479 200/400 —— 93.0 1.15 —— S, US
1200 364T LM02578 C/A 7712 SF6P40T62 724 200/400 —— 91.7 1.15 —— S, US

50 3600 326T LM02159 C/A 5322 SF2P50TS62 479 200/400 —— 92.4 1.15 —— S, US
1800 326T LM02010 C/A 4593 SF4P50T62 532 200/400 140.0 93.0 1.15 30.56 S, US
1200 365T LM02460 C/A 6946 SF6P50T62 775 200/400 —— 93.0 1.15 —— S, US

60 3600 364TS LM02579 C/A 7712 SF2P60TS62 532 200/400 —— 93.0 1.15 —— S, US
1800 364T LM02386 C/A 6373 SF4P60T62 724 200/400 —— 93.6 1.15 —— S, US

75 3600 365TS LM02921 C/A 8387 SF2P75TS62 724 200/400 —— 93.0 1.15 —— S, US
1800 365T LM02394 C/A 7054 SF4P75T62 775 200/400 212.0 94.1 1.15 29.41 S, US

100 1800 405T LM02444 C/A 9545 SF4P100T62 898 200/400 —— 94.5 1.15 —— S, US
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Specifications	are	subject	to	change	without	notice

C/A	-	Check	Availability

t LM	Numbers	are	Lincoln	Models

Three Phase - TEFC - Rigid Base
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View On-line Technical Information

General Specifications:
50	Hz	single	phase	designs	produce	full	rated	HP	on	50	Hz	
power	supply.	Designed	for	general	purpose	applications.

Features:
•	High	efficiency	energy	saving	designs
•	Centrifugal	switch	designed	for	50	Hz	service
•	High	torque

Special Voltage Motors 
50 Hertz Motors - Single Phase - Rigid Base

HP

SYN 
RPM  
50 Hz

NEMA 
Frame

Catalog 
Number List Price Model Number

App. 
Wgt. 
(lbs) Voltage

Over- 
load 
Prot.

F. L. 
Amps @ 
220 V

Service 
Factor

"C"  
Dim. 

(Inches) YNotes

 1/3 1500 56 110394.00 √ 451 C6C14DB5 22 110/220 None 3.2 1.35 9.88 S, US
 1/2 3000 56 113901.00 √ 404 C6C28DB24 25 110/220 None 3.8 1.25 10.34 S, US

1500 56 110395.00 √ 572 C6C14DB6 25 110/220 None 4.1 1.25 10.38 S, US
 3/4 3000 56 113902.00 √ 506 C6C28DB25 27 110/220 None 5.6 1.25 10.34 S, US

1500 56 110396.00 √ 687 C6C14DB7 30 110/220 None 5.9 1.25 10.88 S, US
1 3000 56 113903.00 √ 562 C6C28DB26 31 110/220 None 6.6 1.25 10.84 S, US

1500 56H 110397.00 √ 757 C6C14DB8 35 110/220 None 6.4 1.15 11.88 S, US, 6
1 1⁄2 3000 56H 113904.00 √ 722 C6C28DB27 37 110/220 None 8.6 1.15 11.84 S, US

1500 56H 110398.00 √ 853 C6K14DB1 43 110/220 None 8.4 1.15 12.35 S, US, 6, 53
2 3000 56H 113905.00 √ 884 C6C28DB28 42 110/220 None 10.7 1.15 12.34 S, US

1500 182T 131553.00 √ 1026 C182C14DB3 70 220 None 11.8 1.15 13.69 S, US
3 3000 56H 113937.00 √ 1047 C6K28DB5 47 220 None 12.4 1.15 12.84 S, US

1500 184T 131554.00 √ 1173 C184C14DB2 80 220 None 16.8 1.15 14.69 S, MX
5 1500 184T 131555.00 √ 2399 C184K14DB9 95 220 None 23.2 1.15 15.69 S, MX, 53
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Single Phase - Drip-Proof - Rigid Base - IP 22

Specifications	are	subject	to	change	without	notice Y Note	listing	on	inside	back	flap
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View On-line Technical Information

Y Note	listing	on	inside	back	flap

Specifications	are	subject	to	change	without	notice

C/A	-	Check	Availability

HP

SYN 
RPM  
50 Hz

NEMA 
Frame

Catalog 
Number List Price Model Number

App. 
Wgt. 
(lbs) Voltage

Over- 
load 
Prot.

F. L. 
Amps @ 
220 V

Service 
Factor

"C"  
Dim. 

(Inches) YNotes

1/3 3000 56 113916.00 √ 416 C6C28FB25 25 110/220 None 3.2 1.0 10.81 S, US
1500 56 110423.00 √ 527 C6C14FB6 24 110/220 None 3.2 1.0 10.81 S, US
1500 56 113908.00 √ 532 M6C14FB22 26 110/220 Man. 3.2 1.0 10.81 S, US

1/2 3000 56 113917.00 √ 445 C6C28FB26 27 110/220 None 3.8 1.0 11.31 S, US
1500 56 110064.00 √ 604 C6C14FB1 25 110/220 None 4.1 1.0 11.31 S, US
1500 56 113909.00 √ 604 M6C14FB23 29 110/220 Man. 4.1 1.15 11.31 S, US

3/4 3000 56 113918.00 √ 506 C6C28FB27 29 110/220 None 5.6 1.0 11.31 S, US
1500 56 110065.00 √ 692 C6C14FB2 32 110/220 None 5.9 1.0 11.81 S, US
1500 56 113910.00 √ 717 M6C14FB24 32 110/220 Man. 5.9 1.0 11.81 S, US

1 3000 56 113919.00 √ 587 C6C28FB28 32 110/220 None 6.6 1.0 11.81 S, US
1500 56H 110066.00 √ 832 C6C14FB3 38 110/220 None 6.4 1.0 12.81 S, US,  6
1500 56 113911.00 √ 832 M6C14FB25 34 110/220 Man. 6.4 1.0 12.31 S, US

1 1/2 3000 56H 113920.00 √ 772 C6C28FB29 44 110/220 None 8.0 1.0 13.31 S, US
1500 56H 110424.00 √ 943 C6K14FB1 47 110/220 None 8.6 1.0 13.31 S, US, 6, 53
1500 56H 113929.00 √ 859 P6K14FB9 49 110/220 Man. 8.6 1.0 13.31 S, US, 6, 53

2 3000 56HZ 113928.00 √ 935 C6C28FB24 44 110/220 None 10.7 1.0 13.76 S, US, 3
1500 182T 131556.00 √ 1413 C182C14FB6 95 220 None 11.2 1.0 15.96 S, MX
1500 182T 131600.00 √ 1395 P182C14FB5 71 220 Man. 12.0 1.0 14.96 S, MX

3 3000 145T 121070.00 √ 1150 C145K28FB6 50 220 None 12.4 1.0 12.84 S, US, 53
3000 56H 113936.00 √ 1150 C6K28FB2 48 220 None 12.4 1.0 13.81 S, US, 53
1500 184T 131557.00 √ 2019 C184C14FB6 98 220 None 15.9 1.0 16.96 S, MX
1500 184T 131601.00 √ 1988 P184C14FB7 98 220 Man. 15.9 1.0 16.96 S, MX

5 3000 184T 131638.00 √ 1331 C184K28FB2 98 220 None 20.5 1.0 17.46 S, US, 53
1500 184T 131578.00 √ 2561 C184K14FB5 103 220 None 21.0 1.0 17.46 S, US, 53
1500 213TZ 140475.00 C/A 2574 P213K14FB1 163 220 Man. 24.5 1.0 18.71 S, US, 53
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Single Phase - TEFC - Rigid Base - IP54

Special Voltage Motors 
50 Hertz Motors - Single Phase - Rigid Base
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View On-line Technical Information

Special Voltage Motors 
50 Hertz Motors - Single Phase - Rigid Base

HP

SYN 
RPM  
50 Hz

NEMA 
Frame

Catalog 
Number List Price Model Number

App. 
Wgt. 
(lbs) Voltage

F. L. 
Amps @ 
200 V

% F.L. 
Eff.

Service 
Factor

"C"  
Dim. 

(Inches) YNotes

 1/3 3000 56 114222.00 √ 353 C6C28DR1 24 110/220 None 3.2 1.35 10.82 S, US
1500 56 114223.00 √ 462 C6C14DR18 24 110/220 None 3.2 1.35 10.81 S, US

 1/2 3000 56 114224.00 C/A 412 C6C28DR2 26 110/220 None 3.8 1.25 11.32 S, US
1500 56 114225.00 √ 576 C6C14DR19 27 110/220 None 4.1 1.25 11.31 S, US

 3/4 3000 56 114226.00 √ 501 C6C28DR3 28 110/220 None 5.6 1.25 11.32 S, US
1500 56 114227.00 √ 688 C6C14DR16 31 110/220 None 5.9 1.25 11.81 S, US

1 3000 56 114228.00 √ 570 C6C28DR4 31 110/220 None 6.6 1.25 11.82 S, US
1500 56 114229.00 C/A 759 C6C14DR17 35 110/220 None 6.4 1.15 12.31 S, US

1 1/2 1500 56H 114231.00 √ 852 C6K14DR12 42 110/220 None 8.4 1.15 13.32 S, US, 53
2 1500 56H 114233.00 √ 1038 C6K14DR13 49 220 None 9.6 1.15 13.82 S, US
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Y Note	listing	on	inside	back	flap

Specifications	are	subject	to	change	without	notice

C/A	-	Check	Availability

Single Phase - Drip-Proof - Resilient Base - IP22

HP

SYN 
RPM  
50 Hz

NEMA 
Frame

Catalog 
Number List Price Model Number

App. 
Wgt. 
(lbs) Voltage

F. L. 
Amps @ 
200 V

% F.L. 
Eff.

Service 
Factor

"C"  
Dim. 

(Inches) YNotes

1/3 1500 56C 113921.00 √ 542 M6C14FC5 22 110/220 Man. 3.2 1.0 10.81 S, US
1/2 3000 56C 113912.00 √ 466 C6C28FC3 25 110/220 None 3.8 1.0 11.31 S, US

1500 56C 113922.00 √ 621 M6C14FC6 29 110/220 Man. 4.1 1.15 11.31 S, US
3/4 3000 56C 113913.00 √ 518 C6C28FC4 28 110/220 None 5.6 1.0 11.31 S, US

1500 56C 113923.00 √ 710 M6C14FC7 31 110/220 Man. 5.9 1.0 11.81 S, US
1 3000 56C 113914.00 √ 639 C6C28FC5 32 110/220 None 6.6 1.0 11.81 S, US

1500 56C 113924.00 √ 748 M6C14FC8 34 110/220 Man. 6.4 1.0 12.31 S, US
1 1/2 3000 56C 113915.00 √ 831 C6C28FC6 43 110/220 None 8.0 1.0 13.31 S, US

1500 56C 113925.00 √ 907 P6K14FC4 42 110/220 Man. 8.6 1.0 13.31 S, US, 53
2 3000 145TC 120990.00 √ 959 C145K28FC2 47 110/220 None 8.6 1.15 13.75 S, US, 53

1500 182TC 131599.00 √ 1429 P182C14FC2 70 220 Man. 12.0 1.0 14.97 S, MX
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Y Note	listing	on	inside	back	flapSpecifications	are	subject	to	change	without	notice

Single Phase - TEFC - C Face Less Base - IP54
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View On-line Technical Information

General Specifications:
Totally	enclosed	fan	cooled,	
12-lead	motors	designed	specifically	for	50	Hz	service.	These	motors	are	
intended	for	equipment	built	in	North	America	and	destined	for	use	in	
50	Hz	service	areas	of	the	world.

Features:
•	Suitable	for	220/380	volt,	50	Hz,	or	440	volt,	50	Hz,	three	phase	power	
•	Torques	exceed	NEMA	performance	for	Design	B	motors
•	Construction	meets	IP	54	protection	standards
•	Class	F	insulation

Special Voltage Motors 
50 Hertz Motors - Three Phase

kW/HP

SYN 
RPM  
50 Hz

NEMA 
Frame

Catalog 
Number List Price Model Number

App. 
Wgt. 
(lbs) Voltage

Over- 
load 
Prot.

F. L. 
Amps @ 
220 V

Service 
Factor

"C"  
Dim. 

(Inches) YNotes

0.18/1/4 1500 48 102685.00 √ 439 C4T14FB4 19 220/380/440 1.00 56.0 1.15 9.06 S, MX
0.25/1/3 3000 48 102686.00 √ 438 C4T28FB2 19 220/380/440 0.80 60.0 1.15 9.93 S, US

1500 48 102688.00 √ 527 C4T14FB5 19 220/380/440 1.10 65.0 1.15 9.31 S, MX
1500 S56 102183.00 √ 493 C4T14FH1 19 220/380/440 1.10 65.0 1.15 9.69 S, MX

0.37/1/2 3000 48 102690.00 C/A 506 C4T28FB1 20 220/380/440 1.00 69.0 1.15 10.43 S, US
1500 48 102692.00 √ 595 C4T14FB3 20 220/380/440 1.40 72.0 1.15 9.81 S, MX
1500 S56 102693.00 √ 551 C4T14FH2 20 220/380/440 1.40 72.0 1.15 10.19 S, MX
1500 56 114304.00 √ 592 C6T14NB1 25 220/380/440 1.02 78.0 1.15 10.38 S, US, 12

0.55/3/4 3000 56 114306.00 √ 536 C6T28FB4 24 220/380/440 1.75 72.0 1.15 10.81 S, US
1500 56 114307.00 √ 631 C6T14FB7 27 220/380/440 1.85 74.0 1.15 11.31 S, US

0.75/1 3000 56 114308.00 √ 642 C6T28FB5 26 220/380/440 2.40 71.0 1.15 11.31 S, US
1500 56 114888.00 √ 638 C6T14FB8 28 220/380/440 2.00 77.0 1.15 11.31 S, US
1500 143T 121096.00 √ 638 C143T14FB2 35 220/380/440 2.00 77.0 1.15 12.75 S, US

1.1/11/2 3000 145T 121097.00 √ 661 C145T28FB4 34 220/380/440 2.90 80.0 1.15 12.76 S, US
1500 145T 121093.00 √ 661 C145T14FB13 40 220/380/440 3.30 75.5 1.15 12.75 S, US

1.5/2 3000 145T 121094.00 C/A 715 C145T28FB5 42 220/380/440 3.60 80.0 1.15 12.76 S, US
1500 145T 121095.00 √ 748 C145T14FB14 40 220/380/440 3.65 81.5 1.15 13.25 S, US

2.2/3 3000 182T 131480.00 √ 923 C182T28FB3 58 220/380/440 4.80 82.5 1.15 13.46 S, MX
1500 182T 131459.00 √ 883 C215T17FK20 64 220/380/440 4.70 84.0 1.15 13.46 S, MX

3.7/5 3000 184T 131481.00 √ 1088 C184T28FB14 76 220/380/440 7.40 84.0 1.15 14.46 S, MX
1500 184T 131454.00 √ 1007 C213T34FK5 82 220/380/440 8.10 85.0 1.0 15.46 S, MX
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Three Phase - TEFC - Rigid Base

Specifications	are	subject	to	change	without	notice

Y Note	listing	on	inside	back	flapC/A	-	Check	Availability
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View On-line Technical Information

Special Voltage Motors 
50 Hertz Motors - Three Phase

kW/HP

SYN 
RPM  
50 Hz

NEMA 
Frame

Catalog 
Number List Price Model Number

App. 
Wgt. 
(lbs) Voltage

Over- 
load 
Prot.

F. L. 
Amps @ 
220 V

Service 
Factor

"C"  
Dim. 

(Inches) YNotes

0.18/1/4 1500 S56C 102184.00 √ 466 C4T14FC2 18 220/380/440 1.00 56.0 1.15 9.44 S, MX
0.25/1/3 3000 S56C 102687.00 √ 460 C4T28FC2 19 220/380/440 0.80 60.0 1.15 10.31 S, US

1500 S56C 102689.00 √ 503 C4T14FC4 19 220/380/440 1.10 65.0 1.15 9.69 S, MX
1500 56C 114889.00 √ 539 C6T14FC5 18 220/380/440 1.10 68.0 1.15 10.31 S, US

0.37/1/2 3000 S56C 102691.00 √ 533 C4T28FC1 20 220/380/440 1.00 69.0 1.15 10.81 S, US
1500 S56C 102694.00 √ 592 C4T14FC3 20 220/380/440 1.40 72.0 1.15 10.19 S, MX
1500 56C 114891.00 √ 598 C6T14FC4 20 220/380/440 1.15 73.0 1.15 10.81 S, US
1200 56C 114892.00 √ 661 C6T9FC1 28 220/380/440 1.50 68.0 1.15 11.31 S, US

0.55/3/4 3000 56C 114893.00 √ 536 C6T28FC1 24 220/380/440 1.75 72.0 1.15 10.81 S, US
1500 56C 114894.00 √ 639 C6T14FC6 27 220/380/440 1.85 74.0 1.15 11.31 S, US

0.75/1 3000 56C 114895.00 √ 646 C6T28FC3 26 220/380/440 2.40 71.0 1.15 11.31 S, US
1500 56C 114896.00 √ 665 C6T14FC7 28 220/380/440 2.00 77.0 1.15 11.31 S, US
1500 143TC 121272.00 √ 665 C143T14FC2 31 220/380/440 2.00 77.0 1.15 11.75 S, US
1200 145TC 121273.00 √ 765 C145T9FC3 39 220/380/440 2.65 73.0 1.15 13.25 S, US

1.1/11/2 3000 143TC 121274.00 √ 687 C143T28FC1 33 220/380/440 2.90 80.0 1.15 12.25 S, US
1500 145TC 121275.00 √ 696 C145T14FC6 37 220/380/440 3.30 75.5 1.15 12.75 S, US

1.5/2 3000 145TC 121276.00 √ 688 C145T28FC1 41 220/380/440 3.60 80.0 1.15 12.75 S, US
1500 145TC 121277.00 √ 749 C145T14FC5 40 220/380/440 3.65 81.5 1.15 13.75 S, US

2.2/3 3000 182TC 131505.00 √ 940 C182T28FC2 59 220/380/440 4.80 82.5 1.15 13.97 S, MX
1500 182TC 131506.00 √ 872 C182T14FC3 63 220/380/440 4.70 84.0 1.15 13.97 S, MX

3.7/5 3000 184TC 131507.00 √ 1112 C184T28FC3 75 220/380/440 7.40 84.0 1.15 14.47 S, MX
1500 184TC 131508.00 √ 995 C184T14FC3 82 220/380/440 8.10 85.0 1.0 15.47 S, MX
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Three Phase - TEFC - C Face Less Base - IP54 Enclosure Protection

Specifications	are	subject	to	change	without	notice Y Note	listing	on	inside	back	flap
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View On-line Technical Information

Applications:
Ideally suited for applications requiring heavy duty, 
large	horsepower	electric	motors.	Typical	uses	
include pulp and paper mills, mineral processing, 
waste management facilities, lumber and wood 
processing mills, automobile manufacturing plants 
and other severe duty environments where medium 
voltage power is available.

Features Frames 447T - 449T:
•	Full	cast	iron	construction
•	Double	shielded	radial	ball	bearings	
•		Designed	for	direct	coupled	loads	 
(contact	your	local	Sales	office	about	belted	loads)

•	Grease	fittings	with	extended	grease	tubes
•	Internal	and	external	epoxy	finish
•	Premium	Class	H	insulation	system
•	Front	and	rear	cast	iron	bearing	caps

Special Voltage Motors 
Medium Voltage Motors 

2300/4000 Volts - Three Phase - Foot Mount

HP

SYN 
RPM  
60 Hz NEMA Frame

t Catalog 
Number List Price Model Number

App. 
Wgt. 
(lbs) Voltage

% F.L. 
Eff.

Service 
Factor Y Notes

150 1800 447T LM22218 C/A 63409 CC447F4P150T6024 2850 2300/4000 93.6 1.15 C, US
1200 449T LM22216 C/A 79813 CC449F6P150T6024 2850 2300/4000 95.0 1.15 C, US

900 5011LS LM22214 C/A 102312 CC5011S8P150LS6024 5500 2300/4000 94.5 1.15 C, US
200 1800 447T LM22219 C/A 67430 CC447F4P200T6024 2875 2300/4000 93.6 1.15 C, US

1200 449T LM22217 C/A 85955 CC449F6P200T6024 2875 2300/4000 95.4 1.15 C, US
900 5011LS LM22215 C/A 108000 CC5011S8P200LS6024 5500 2300/4000 95.0 1.15 C, US

250 1800 449T LM22207 C/A 73302 CC449F4P250T6024 2920 2300/4000 94.1 1.15 C, US
1200 5011LS LM22221 C/A 87509 CC5011S6P250LS6025 5500 2300/4000 95.4 1.15 C, US

900 5011LS LM27283 C/A 111131 CC5011S8P250LS6024 5500 2300/4000 95.4 1.15 C, US
300 1800 449T LM22220 C/A 82449 CC449F4P300T6024 2970 2300/4000 95.0 1.15 C, US

1200 5011LS LM22222 C/A 92859 CC5011S6P300LS6024 5500 2300/4000 95.8 1.15 C, US
900 5013LS LM27284 C/A 128078 CC5013S8P300LS6024 5500 2300/4000 95.4 1.15 C, US

350 1800 5011LS LM22225 C/A 86638 CC5011S4P350LS6024 5500 2300/4000 95.4 1.15 C, US
1200 5011LX LM22223 C/A 100336 CC5011S6P350LX6024 5500 2300/4000 96.2 1.15 C, US

900 5013LS LM27285 C/A 141032 CC5013S8P350LS6024 5500 2300/4000 95.4 1.15 C, US
400 1800 5011LX LM22226 C/A 89332 CC5011S4P400LX6024TD2 5500 2300/4000 95.8 1.15 C, US

1200 5011LS LM22224 C/A 106937 CC5011S6P400LS6024TD2 5500 2300/4000 96.2 1.15 C, US
450 1800 5011LX LM22227 C/A 95055 CC5011S4P450LX6024TD2 5500 2300/4000 95.8 1.15 C, US

1200 5013LS LM27286 C/A 115301 CC5013S6P450LS6024TD2 7200 2300/4000 96.2 1.15 C, US
500 1800 5011LX LM22488 C/A 100774 CC5011S4P500LX6024TD2 5500 2300/4000 96.5 1.15 C, US

1200 5013LS LM27287 C/A 122782 CC5013S6P500LS6024TD2 7200 2300/4000 96.2 1.15 C, US
600 1800 5011LX LM27288 C/A 166951 CC5011S4P600LX6024TD2 5500 2300/4000 96.5 1.15 C, US
700 1800 5013LS LM27289 C/A 171909 CC5013S4P700LS6024TD2 7200 2300/4000 96.5 1.15 C, US
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Three Phase • TEFC • Rigid Base

Specifications	are	subject	to	change	without	notice

Y Note	listing	on	inside	back	flap

C/A	-	Check	Availability

t LM	Numbers	are	Lincoln	Models

Features Frames 5011 - 5013
•	Full	cast	iron	construction
•	Double	shielded	radial	ball	bearings	
•		Designed	for	direct	coupled	loads	(contact	your	 
local	Sales	office	about	belted	loads)

•	Grease	fittings	with	extended	grease	tubes
•	Corrosion	resistant	breather/drains
•	Oversized	cast	iron	terminal	box
•	Internal	and	external	epoxy	finish
•	Premium	Class	H	insulation	system
•	Inpro/Seal™	bearing	isolators	on	each	end
•	Front	and	rear	cast	iron	bearing	caps
•		Provision	for	jacking	bolts	in	all	four	feet
•	Provision	for	dowel	pins	in	drive	end	feet
•	Grounding	points	located	in	terminal	box	and	feet
•		100	ohm	platinum	winding	RTDs	as	standard	on	
sizes	400	HP	and	larger

•		Frame	5011	has	mounting	holes	for	5010,	5011	 
and	5012	as	standard

•		Frame	5013	has	mounting	holes	for	5012	and	 
5013	as	standard


